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SINGLE PITCH Minimum Pitch, 2:12 
head flashing 


snap-in continuous 
glazing strip 




|\ alternate 
base flashing 


base flashing 


DOUBLE PITCH Standard Pitches 4:12 and 6:12 


self-supporting-type ridge 



base flashing 


DEPRESSED HEAD Minimum Pitch, 2:12 


base 

flashing 



side flashing 


























































TABLE OF ALLOWABLE SPANS 

The table of maximum allowable clear horizontal spans for 
Aluminex glazing bars given below, as approved by the Uni¬ 
form Building Code Technical Committee, is predicated on a 
design stress of 13,500 p.s.i. for 6063 T5 aluminum alloy and 
for glazing bars spaced 24V£" o.c. 


Bar No. 

Section Modulus 

Allowable Horizontal Span 



on Pitch of 

on Pitch of 



3:12 or Less 

Over 3:12 

A-5 

.126 

4'9" 

5'33/ 4 " 

A-6 

.170 

5' 6" 

6' 2" 

A-8 LD 

.270 

7' 0" 

7'9V 2 " 

A-ll LD 

.540 

9' 10" 

11'0" 

A-16 LD-1 

.40 

8' 10" 

10' 0" 

A-16 LD-2 

.70 

11' 6" 

12' 9" 

A-16 LD-3 

1.05 

14' 0" 

15' 9" 

A-16 LD-4 

1.50 

16' 9" 

18' 9" 


Structural test of Aluminex Bars made at 
Materials Testing Laboratory, 
California Institute of Technology. 


STANDARD SPECIFICATION 

All skylights or other glazed areas where “Aluminex” is 
shown or indicated shall be of puttyless construction 
using extruded aluminum glazing bars with interlock¬ 
ing shoes and glass stops similar and equal to those 
manufactured by Aluminex Incorporated, 2408 Forney 
Street, Los Angeles 31, California, and shall be installed, 
glazed and flashed in accordance with manufacturer's 
recommendations. 

Framing and curbs for skylight openings shall be 
provided by the General Contractor. If steel, Steel 
Fabricator shall punch steel as required for skylight 
attachment in accordance with approved skylight shop 
drawings. 

Glazing bars and fittings shall be of the proper Alu¬ 
minex sections for the spans and type of construction 
shown, using an alloy equal to Alcoa 6063 T5. Dual con¬ 
densation gutters integral with the bars shall be similar 
to the sections shown, and all fittings such as mounting 
shoes, glass stops, etc. shall be purpose-made extrusions 
designed to assemble securely with glazing bars without 
the use of connector screws or bolts. 

Glass shall be continuously supported for its full 
length and retained by continuous one piece snap-in type 
glazing strips roll-formed of aluminum alloy 5052 H34, 
or equal. They shall interlock with the glazing bar to 
provide evenly distributed factory set pressure insuring 
cushioned support to absorb shocks and vibrations, com¬ 
pensate for expansion or contraction, and yet retain the 
glass firmly in a weathertight manner without recourse 
to screws, bolts, caps, clips, felt pads, putty or similar 
expedients. 

Flashing shall be as detailed, flytight and removable 
without disturbing bars, glass or mounting hardware, 
and shall be formed of a corrosion-resisting aluminum 
alloy similar and equal to the glazing strips. 

Glass shall be obscure wire, furnished and in¬ 
stalled by the skylight contractor unless otherwise 
specified. 

All Aluminex glazing bars shall be spaced 24%" on 
centers unless otherwise shown. 
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aluminex 

plus quality features 



Moulin Studio, San Francisco 


1 long service-low cost... A finely engineered 
lifetime skylight at the price of ordinary sheet 
metal construction. 

2 puttyless ... No putty to harden or pads to 
dry out. 

3 ALL ALUMINUM... No painting or maintenance 
required. 

4 SNAP IN ONE-PIECE GLAZING STRIPS ... Patented 
interlocking spring aluminum strips require no 
tools to apply and provide quick positive glazing 
without recourse to putty, pads, gaskets, caps, 
screws, bolts, clips or similar expedients. 

5 UNIFORM TENSION ON glass... The only putty- 
less system providing absolutely uniform factory 
preset glazing tension. Allows free expansion of 
glass without sacrifice of weathertightness. 

6 POSITIVE INTERLOCKING MEMBERS ... Bars, glass 
stops and mounting shoes all interlock to form in¬ 
tegral unit without use of screws, bolts or pins. 
Parts cannot separate in service. 

7 HIGHEST QUALITY CONSTRUCTION.. . 6063 T5 (or 
equal) aluminum alloy extruded load carrying 
glazing bars with dual condensation and drainage 
gutters and 5052-H34 aluminum alloy glazing 
strips and flashing, provide greatest tensile 
strength combined with high corrosion resistance. 
Backed by more than 18 years experience in both 
America and Europe. 

8 availability... Aluminex is sold and installed 
by sheet metal contractors everywhere. See list of 
factory sales representatives below. 

9 CODE APPROVED.. . Aluminex was the first alumi¬ 
num puttyless glazing system to be approved by 
the Uniform Building Code Technical Committee. 
Glass 24" wide and any length up to 10' 8" may be 
used in the Aluminex system. (Building Code limit 
of 720 sq. inch glass panels does not apply when 
Aluminex is used.) 


PARTIAL LIST OF ALUMINEX SALES REPRESENTATIVES 



manufactured by 

ALUMINEX INCORPORATED 2408 Forney Street, Los Angeles 31, California . CApitol 3-1114 
OTHER ALUMINEX PRODUCTS INCLUDE: ALUMINEX GREENHOUSES . ALUMINUM LATH HOUSES 
CAR PORTS* PATIO SHADES AND CABANAS • CRESTVIEW ALUMINUM SLIDING DOORS 

PRINTLD IN U.b.A 
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